Data- / Signalcables 24025
Cat 5E S/FTP
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Commercial information Properties Unit

Product group Signal-/telecommunications cable

Series Signal-/telecommunications cable

Type Cat 5E S/FTP

Description Ax2xAWG 24/7 LSZH black (4 pair cable)
Net weight 71 kg/Km

Marking TKF - Indudata - Category 5E S/FTP 4x2x0.22 mm2 AWG 24/7

stranded - HFFR marine approved

Article number / standard length EAN number Properties Unit
24025 1 m

Construction Properties Unit

Technical characteristics Cat. 5E S/FTP 4x2 AWG 24/7
Lay-up Cable core 4

Stranding element Pair

Colour insulated wires White/Blue, White/Oange, White/Green, White/Brown
Number of cores 8

Number of stranding elements 4
Number of conductors per group 2
Core identification Colour

Conductor material Copper

Conductor category Class 2 = stranded

Core insulation Foam PE

Screen over stranding element Al/Polyester foil
Screen over stranding Braiding

Material outer sheath LSZH

Colour outer sheath Black

Characteristics for use Properties
Oll resistant IEC 60811-2-1 IRM 902/ASTM No.2 (70°C for 4 Hrs)
Diameter conductor 0.60 mm
Nominal cross section conductor 0.22 mm?
Insulation thickness 0.41 mm
Diameter over armouring (nom.) 6.7 mm
Outer sheath thickness 0.75 mm
Quter diameter approx. 8.0 mm
Bending radius after installation 80 mm
Bending radius during installation 115 mm
Transportation and storage temperature -20/70 °C
min/max installation temperature 0/50 °C
min/max operating temperature -20/70 °C
Tensile load 110 N
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Technical characteristics Properties Unit
Conductor DC resistance @ 20 °C 95 Ohm/km
Velocity factor 76 %
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Product information

Cat. 5E S/IFTP 4x2 AWG 24/7

Transmission Frequency(MHZ) 1 2 10 16 20 30 31,25 | 62,5 100
Attenuation dB/100m 4,08 | 648 | 826 | 9,28 | 11,48 | 11,73 | 16,99 | 21,98
Return Loss dB/100m 23,0 | 250 | 25,0 [ 250 | 23,8 | 236 | 21,5 | 20,1
NEXT dB/100m 56,3 | 50,3 | 47,2 | 458 | 431 | 429 | 384 | 353
PSNEXT dB/100m 53,3 | 47,3 | 44,2 | 42,8 | 40,1 399 | 354 | 32,3
ELFEXT 52,0 | 44,0 | 39,9 | 38,0 | 34,5 | 34,1 28,1 24,0
PSELFEXT dB/100m 49,0 | 41.0 | 36,9 | 350 | 31,5 | 31,1 25,1 21,0
TCL 40 34 30 28 27 252 | 25,1 22 20
ELTCTL 35 23 15 10,9 9,0 5,5 -
Coupling Attenuation -—- -—- 40 40 40 40
Delay ns/100m 552 | 5454 | 543,0 | 542,0 | 541,0 | 540,4 | 538,6 | 537,6
Skew ns/100m <45

This data sheet is put together with great care. Nevertheless we can not give any guarantees regarding the completeness,
correctness or actualization of the information. No rights can be derived from the information as shown. TKF is entitled to modify this

data sheet at all times with immediate effect due to (for example) changes in legislation. TKF can not be held responsible for the

content of this data sheet or the consequences of using the information including incorrect translation of the information by third )
parties. Choose TKF - Choose qualiry!



