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Properties

Application:

Heavy duty, midvoltage (18/30 kV), armoured power cables,
designed for medium voltage energy transport for fixed
installation in all ship areas. The cable is compliant with the
specifications of VFD manufacturers.

Characteristics:

* Class 2 conductor, with special XLPE insulation

* Excellent mechanical and EMC protection due to the tinned
copper braid

* Halogen free and low smoke, flame retardant

* Excellent abrasion resistance

« Different colour outer sheaths, other than red, available on
request

Core identification: (for YZOZ range)

* Numbered

Specifications

Product group Medium-voltage ship-cable
Type MarinePower YOZmv 18/30 kV

Colour outer sheath
Shape of conductor
Conductor category
Nominal voltage U
Standardization
Conductor shield
Core insulation
Insulation shield

Armouring

Earthscreen construction

Material outer sheath

Flame retardant

Red

Round

Class 2+ = stranded flexible

30 kv

IEC 60092-354

Semiconductive Compound

XLPE (VPE)

Semiconductive XLPE, semiconductive tape and braiding
Yes

Tinned copper braiding

Flame Retardant Halogen Free Polyolefin Compound

IEC 60332-1/IEC 60332-3-22 Cat. A
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Specifications
Halogen free IEC 60754-1/2
Low smoke IEC61034-2
Nominal voltage U0 18 kv
Nominal voltage Umax 36 kv
Max. conductor temperature 90 °C
Permitted cable outer temperature, in movement -20/70 °C
Permitted cable outer temperature, fixed -407/70 °C
11 products
Part number Construction Ege/tmweight misnt;leaﬂ;joiggmradius after ;)F;Jgtre(r))?irz:]lmeter "I\'lensile load
33400 1 x 35 mm? 1,176 0.25 31 1750
33401 1 x 50 mm? 1,333 0.26 32,1 2500
33402 1 x70 mm? 1,606 0.27 33,9 3500
33403 1 x 95 mm? 1,916 0.29 35,8 4750
33404 1x120 mm? 2,344 0.31 38,2 6000
33405 1 x 150 mm? 2,660 0.32 39,5 7500
33406 1x185 mm? 3,095 0.33 41,4 9250
33407 1 x 240 mm? 3,618 0.34 42,8 12000
33410 1 x 300 mm? 4,297 0.37 45,9 15000
33412 1 x 400 mm? 5,238 0.39 49,1 20000
33411 1 x 630 mm? 8,133 0.46 57,4 31500
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