
Properties

The combination of the overall braid, individual and overall pair 
screening, and tinned copper drain wires of the Marine2Com cables 
grants optimal protection against electro Magnetic Interference (EMI).
The XLPE isolation and variable twist lengths of the pairs provides 
perfect electrical properties and low capacitance for minimal signal 
loss. 

Specifications
Product group Shipboard communication cable

Type Marine2Com YOZ2c 250 V

Series Scheepskabel

Standardization IEC 60092-350/-360/-376 

Conductor category Class 2 = stranded 

Core insulation XLPE (VPE) 

Core identification Numbers 

Construction outer shield tinned copper braiding 

Screen over stranding element Alpet tape 

Screen over stranding Foil + braiding 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C

110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

17223 2 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,124 80 10 30
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110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

17890 2 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,112 78 9.7 30

17280 3 x 3 x 0.5 mm² Class 2 = 
stranded

Grey 0,151 87 10.9 68

17224 4 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,183 94 11.7 60

17281 4 x 3 x 0.5 mm² Class 2 = 
stranded

Grey 0,218 101 12.6 90

17225 6 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,293 116 14.5 90

17226 7 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,268 111 13.9 105

17282 7 x 3 x 0.5 mm² Class 2 = 
stranded

Grey 0,390 130 16.2 158

17227 8 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,329 122 15.3 120

17228 10 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,400 138 17.3 150

17283 10 x 3 x 0.5 mm² Class 2 = 
stranded

Grey 0,540 158 19.8 225

17229 12 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,458 145 18.1 180

17230 14 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,506 155 19.4 210

17284 14 x 3 x 0.5 mm² Class 2 = 
stranded

Grey 0,677 174 21.7 315

17231 19 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,644 176 22 285

17285 19 x 3 x 0.5 mm² Class 2 = 
stranded

Grey 0,848 198 24.7 428

17232 24 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,783 195 24.4 360
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110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

17286 24 x 3 x 0.5 mm² Class 2 = 
stranded

Grey 1,031 219 27.4 540

17233 27 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,872 206 25.8 405

17234 30 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,946 215 26.9 450

17235 37 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 1,134 236 29.5 555

16329 1 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,080 30 7.2 20

17829 1 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,080 30 7.2 20

16290 2 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,144 87 10.9 45

16300 2 x 2 x 0.75 mm² Class 2 = 
stranded

Blue 0,143 87 10.9 45

17831 2 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,143 87 10.9 45

16331 3 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,177 94 11.7 68

17290 3 x 3 x 0.75 mm² Class 2 = 
stranded

Grey 0,171 94 11.7 101

16291 4 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,213 102 12.7 90

17832 4 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,215 102 12.7 90

17291 4 x 3 x 0.75 mm² Class 2 = 
stranded

Grey 0,292 115 14.4 135

16332 5 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,287 116 14.4 113

16292 6 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,345 126 15.8 135
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110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

16293 7 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,350 126 15.8 158

17833 7 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,349 126 15.8 158

17292 7 x 3 x 0.75 mm² Class 2 = 
stranded

Grey 0,433 140 17.5 236

17237 8 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,390 130 16.3 180

16294 10 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,472 152 19 225

17293 10 x 3 x 0.75 mm² Class 2 = 
stranded

Grey 0,595 170 21.3 338

17238 12 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,524 156 19.5 270

16295 14 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,606 170 21.3 315

17294 14 x 3 x 0.75 mm² Class 2 = 
stranded

Grey 0,774 188 23.5 473

16296 19 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,770 194 24.2 428

17295 19 x 3 x 0.75 mm² Class 2 = 
stranded

Grey 0,987 214 26.8 641

16297 24 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,945 215 26.9 540

17296 24 x 3 x 0.75 mm² Class 2 = 
stranded

Grey 1,206 238 29.7 810

17239 27 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 1,028 222 27.8 608

16298 30 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 1,139 238 29.7 675

16299 37 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 1,366 261 32.6 833
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110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

17243 2 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,165 93 11.6 60

17300 3 x 3 x 1 mm² Class 2 = 
stranded

Grey 0,194 99 12.4 135

17244 4 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,239 113 14.1 120

17301 4 x 3 x 1 mm² Class 2 = 
stranded

Grey 0,336 122 15.3 180

17245 6 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,393 134 16.8 180

17246 7 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,395 133 16.6 210

17242 7 x 3 x 1 mm² Class 2 = 
stranded

Grey 0,547 151 18.9 315

17247 8 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,446 142 17.8 240

17248 10 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,543 162 20.2 300

17303 10 x 3 x 1 mm² Class 2 = 
stranded

Grey 0,704 183 22.9 450

17249 12 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,615 169 21.1 360

17250 14 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,693 179 22.4 420

17304 14 x 3 x 1 mm² Class 2 = 
stranded

Grey 0,898 202 25.2 630

17251 19 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,891 204 25.5 570

17305 19 x 3 x 1 mm² Class 2 = 
stranded

Grey 1,162 230 28.7 855

17252 24 x 2 x 1 mm² Class 2 = 
stranded

Grey 1,101 228 28.5 720
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110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

17256 24 x 3 x 1 mm² Class 2 = 
stranded

Grey 1,444 257 32.1 1080

17253 27 x 2 x 1 mm² Class 2 = 
stranded

Grey 1,212 239 29.9 810

17254 30 x 2 x 1 mm² Class 2 = 
stranded

Grey 1,320 250 31.3 900

17255 37 x 2 x 1 mm² Class 2 = 
stranded

Grey 1,587 275 34.4 1110

16333 2 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,242 111 14.3 90

17310 2 x 3 x 1.5 mm² Class 2 = 
stranded

Grey 0,309 118 14.8 135

16335 4 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,356 128 16 180

17311 4 x 3 x 1.5 mm² Class 2 = 
stranded

Grey 0,482 144 18 270

16334 6 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,515 157 19.6 270

16336 7 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,525 158 19.8 315

17312 7 x 3 x 1.5 mm² Class 2 = 
stranded

Grey 0,694 179 22.4 473

16337 8 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,589 168 21 360

16338 10 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,724 192 24 450

17317 10 x 3 x 1.5 mm² Class 2 = 
stranded

Grey 0,996 218 27.3 675

16339 12 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,820 200 25 540

16340 14 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,938 214 26.8 630
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110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

17314 14 x 3 x 1.5 mm² Class 2 = 
stranded

Grey 1,245 242 30.2 945

16341 19 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,211 246 30.7 855

17315 19 x 3 x 1.5 mm² Class 2 = 
stranded

Grey 1,616 276 34.5 1283

16346 20 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,261 250 31.3 900

16342 24 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,503 274 34.2 1080

17316 24 x 3 x 1.5 mm² Class 2 = 
stranded

Grey 2,494 310 38.7 1620

16343 27 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 2,090 288 36 1215

16344 30 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 2,298 302 37.8 1350

16345 37 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 2,338 336 42 1665

17263 2 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,310 128 16 150

17320 3 x 3 x 2.5 mm² Class 2 = 
stranded

Grey 0,386 138 17.2 338

17276 4 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,480 149 18.6 300

17321 4 x 3 x 2.5 mm² Class 2 = 
stranded

Grey 0,652 163 20.4 450

17265 6 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,683 178 22.3 450

17266 7 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,719 178 22.3 525

17322 7 x 3 x 2.5 mm² Class 2 = 
stranded

Grey 0,952 203 25.4 788
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110 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

17267 8 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,814 191 23.9 600

17268 10 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,996 218 27.2 750

17323 10 x 3 x 2.5 mm² Class 2 = 
stranded

Grey 1,329 248 31 1125

17269 12 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 1,153 230 28.7 900

17270 14 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 1,307 244 30.5 1050

17324 14 x 3 x 2.5 mm² Class 2 = 
stranded

Grey 1,751 275 34.4 1575

17271 19 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 1,697 279 34.9 1425

17325 19 x 3 x 2.5 mm² Class 2 = 
stranded

Grey 2,436 317 39.6 2138

17272 24 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 2,265 314 39.2 1800

17326 24 x 3 x 2.5 mm² Class 2 = 
stranded

Grey 3,018 354 44.2 2700

17273 27 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 2,495 330 41.2 2025

17274 30 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 2,717 346 43.2 2250

17275 37 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 3,708 381 47.6 2775
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