
Properties

Fire resistant according to new IEC 60331-1/2 (2009) specifications, 
control, instrumentation, tele-and data communication cables.
The combination of the overall braid, individual and overall pair 
screening,
and tinned copper drain wires of the Marine2Com cables grants 
optimal protection against electro Magnetic Interference (EMI).
The XLHFFR isolation and variable twist lengths of the pairs provide 
perfect electrical properties and low capacitance for minimal signal 
loss.
The special ripcord provides easy stripping of the outer sheath.

Specifications
Product group Shipboard communication cable

Type Marine2Com YOZ2c X-FR 250 V

Series Scheepskabel

Standardization IEC 60092-350/-360/-376 

Conductor category Class 2 = stranded 

Core insulation Mica + XLHFFR 

Core identification Numbers 

Construction outer shield tinned copper braiding 

Screen over stranding element Alpet tape 

Screen over stranding Foil + braiding 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C

112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26660 1 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,089 32 7.9 15

Marine2Com YOZ2c X-FR 250 V

  07-10-2016

Subject to technical modifications | No rights can be derived from this information

Spinnerstraat 15 | P.O. Box 6 | 7481 KJ Haaksbergen | Nederland | Phone: +31 (0)53 573 22 55 | E-mail: info@tkf.nl 07-10-2016Page 1 of 8



112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26661 1 x 4 x 0.5 mm² Class 2 = 
stranded

Orange 0,127 74 9.3 30

26662 2 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,167 98 12.3 30

26681 2 x 3 x 0.5 mm² Class 2 = 
stranded

Orange 0,197 110 13.7 45

26663 4 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,273 120 15 60

26682 4 x 3 x 0.5 mm² Class 2 = 
stranded

Orange 0,339 130 16.2 90

26664 6 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,389 142 17.8 90

26665 7 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,397 142 17.8 105

26683 7 x 3 x 0.5 mm² Class 2 = 
stranded

Orange 0,507 160 20 158

26666 8 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,447 151 18.9 120

26667 10 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,545 172 21.5 150

26684 10 x 3 x 0.5 mm² Class 2 = 
stranded

Orange 0,700 195 24.4 225

26668 12 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,614 181 22.6 180

26669 14 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,688 192 24 210

26685 14 x 3 x 0.5 mm² Class 2 = 
stranded

Orange 0,900 216 27 315

26670 19 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 0,884 219 27.4 285

26686 19 x 3 x 0.5 mm² Class 2 = 
stranded

Orange 1,156 246 30.8 428
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112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26671 24 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 1,092 245 30.6 360

26687 24 x 3 x 0.5 mm² Class 2 = 
stranded

Orange 1,429 275 34.4 540

26672 27 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 1,197 257 32.1 405

26673 30 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 1,318 269 33.6 450

26674 37 x 2 x 0.5 mm² Class 2 = 
stranded

Orange 1,687 298 37.3 555

26600 1 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,094 66 8.2 23

26690 1 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 0,112 71 8.8 33

26601 1 x 4 x 0.75 mm² Class 2 = 
stranded

Orange 0,130 75 9.4 45

26602 2 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,226 106 13.6 45

17996 2 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 0,292 117 14.6 68

26691 3 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 0,226 112 14 101

17834 4 x 2 x 0.75 mm² Class 2 = 
stranded

Green 0,317 123 15.4 90

26603 4 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,317 123 15.4 90

26692 4 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 0,393 138 17.3 135

26604 6 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,441 150 18.8 135

26605 7 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,463 150 18.8 158
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112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26693 7 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 0,596 171 21.4 236

26606 8 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,506 161 20.1 180

26607 10 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,620 183 22.9 225

26694 10 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 0,822 208 26 338

26608 12 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,705 191 23.9 270

26609 14 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 0,805 206 25.7 315

26695 14 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 1,047 229 28.6 473

26610 19 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 1,033 234 29.3 428

26696 19 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 1,356 262 32.7 641

26611 24 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 1,274 260 32.5 540

26697 24 x 3 x 0.75 mm² Class 2 = 
stranded

Orange 1,823 296 37 810

26612 27 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 1,400 274 34.3 608

26613 30 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 1,958 287 35.9 675

26614 37 x 2 x 0.75 mm² Class 2 = 
stranded

Orange 1,958 317 39.6 833

26616 1 x 4 x 1 mm² Class 2 = 
stranded

Orange 0,145 80 10 60

26617 2 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,236 115 14.4 60
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112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26701 2 x 3 x 1 mm² Class 2 = 
stranded

Orange 0,288 124 15.5 90

26618 4 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,348 134 16.7 120

26702 4 x 3 x 1 mm² Class 2 = 
stranded

Orange 0,444 147 18.4 180

26619 6 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,505 160 20 180

26620 7 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,515 160 20 210

26703 7 x 3 x 1 mm² Class 2 = 
stranded

Orange 0,678 182 22.8 315

26621 8 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,582 172 21.5 240

26622 10 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,709 195 24.4 300

26704 10 x 3 x 1 mm² Class 2 = 
stranded

Orange 0,933 222 27.8 450

26628 12 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,798 206 25.7 360

26624 14 x 2 x 1 mm² Class 2 = 
stranded

Orange 0,907 219 27.4 420

26705 14 x 3 x 1 mm² Class 2 = 
stranded

Orange 1,212 246 30.8 630

26625 19 x 2 x 1 mm² Class 2 = 
stranded

Orange 1,170 250 31.3 570

26706 19 x 3 x 1 mm² Class 2 = 
stranded

Orange 1,696 286 35.7 855

26626 24 x 2 x 1 mm² Class 2 = 
stranded

Orange 1,450 280 35 720

26707 24 x 3 x 1 mm² Class 2 = 
stranded

Orange 2,090 318 39.8 1080
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112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26627 27 x 2 x 1 mm² Class 2 = 
stranded

Orange 1,720 298 37.2 810

26623 30 x 2 x 1 mm² Class 2 = 
stranded

Orange 1,887 312 39 900

26629 37 x 2 x 1 mm² Class 2 = 
stranded

Orange 2,256 343 42.9 1110

26630 1 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 0,127 76 9.5 45

26631 1 x 4 x 1.5 mm² Class 2 = 
stranded

Orange 0,188 87 10.9 90

26632 2 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 0,293 130 16.2 90

26711 2 x 3 x 1.5 mm² Class 2 = 
stranded

Orange 0,361 140 17.5 135

26633 4 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 0,444 151 18.9 180

26712 4 x 3 x 1.5 mm² Class 2 = 
stranded

Orange 0,562 166 20.7 270

26634 6 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 0,628 181 22.6 270

26635 7 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 0,656 181 22.6 315

26713 7 x 3 x 1.5 mm² Class 2 = 
stranded

Orange 0,873 206 25.8 473

26636 8 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 0,739 194 24.2 360

26637 10 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 0,904 222 27.8 450

26714 10 x 3 x 1.5 mm² Class 2 = 
stranded

Orange 1,222 254 31.7 675

26638 12 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 1,030 233 29.1 540
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112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26639 14 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 1,178 250 31.2 630

26715 14 x 3 x 1.5 mm² Class 2 = 
stranded

Orange 1,595 281 35.1 945

26640 19 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 1,650 289 36.1 855

26716 19 x 3 x 1.5 mm² Class 2 = 
stranded

Orange 2,215 325 40.6 1283

26641 24 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 2,026 322 40.2 1080

26717 24 x 3 x 1.5 mm² Class 2 = 
stranded

Orange 2,743 364 45.5 1620

26642 27 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 2,245 338 42.3 1215

26643 30 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 2,449 356 44.5 1350

26644 37 x 2 x 1.5 mm² Class 2 = 
stranded

Orange 2,943 398 49.8 1665

26645 1 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 0,156 84 10.6 75

26646 1 x 4 x 2.5 mm² Class 2 = 
stranded

Orange 0,243 98 12.2 150

26647 2 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 0,374 146 18.2 150

26721 2 x 3 x 2.5 mm² Class 2 = 
stranded

Orange 0,457 155 19.4 225

26648 4 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 0,575 170 21.3 300

26722 4 x 3 x 2.5 mm² Class 2 = 
stranded

Orange 0,747 186 23.3 450

26649 6 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 0,827 204 25.5 450
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112 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending 
radius after 
installation

Outer 
diameter 
approx.

Tensile 
load

26650 7 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 0,874 204 25.5 525

26723 7 x 3 x 2.5 mm² Class 2 = 
stranded

Orange 1,175 234 29.2 788

26651 8 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 0,988 219 27.4 600

26652 10 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 1,226 252 31.5 750

26724 10 x 3 x 2.5 mm² Class 2 = 
stranded

Orange 1,771 290 36.3 1125

26653 12 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 1,402 263 32.9 900

26654 14 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 1,728 286 35.7 1050

26725 14 x 3 x 2.5 mm² Class 2 = 
stranded

Orange 2,293 322 40.2 1575

26655 19 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 2,235 326 40.8 1425

26726 19 x 3 x 2.5 mm² Class 2 = 
stranded

Orange 3,004 370 46.2 2138

26656 24 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 2,768 366 45.7 1800

26727 24 x 3 x 2.5 mm² Class 2 = 
stranded

Orange 3,734 414 51.7 2700

26657 27 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 3,060 385 48.1 2025

26658 30 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 3,381 405 50.6 2250

26659 37 x 2 x 2.5 mm² Class 2 = 
stranded

Orange 4,059 445 55.6 2775
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