
Properties

Special lightweight individually pair screened communication cables 
for use in yachts.
When no mechanical protection is needed, but screening is necessary 
these cables offer a lightweight and small-diameter alternative to 
heavy  braided cables.
Individual + overall pair screen of Alu-pet tape with drain-wires gives 
very good EMI protection.

Specifications
Product group Shipboard communication cable

Type Marine2Com YZ2afc 250 V

Series Scheepskabel

Standardization IEC 60092-350/-360/-376 

Conductor category Class 2 = stranded 

Core insulation XLPE (VPE) 

Core identification Numbers 

Screen over stranding element Alpet tape 

Screen over stranding Alpet tape 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C

65 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16750 2 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,091 76 9.5 30
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65 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16751 4 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,138 87 10.9 60

16752 6 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,209 106 13.2 90

16753 7 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,214 106 13.2 105

16754 8 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,247 114 14.2 120

16755 10 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,298 129 16.1 150

16756 12 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,351 136 17 180

16757 14 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,398 145 18.1 210

16758 19 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,524 166 20.8 285

16759 24 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,650 186 23.2 360

16760 27 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,719 195 24.4 405

16761 30 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,799 206 25.7 450

16762 37 x 2 x 0.5 mm² Class 2 = 
stranded

Grey 0,958 225 28.1 555

16770 2 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,105 82 10.3 45

16771 4 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,171 97 12.1 90

16772 6 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,256 117 14.6 135

16773 7 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,261 117 14.6 158
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65 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16774 8 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,290 122 15.3 180

16775 10 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,362 142 17.8 225

16776 12 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,413 146 18.3 270

16777 14 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,485 161 20.1 315

16778 19 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,634 184 23 428

16779 24 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,787 206 25.7 540

16782 27 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,894 213 26.6 608

16780 30 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 0,998 228 28.5 675

16781 37 x 2 x 0.75 mm² Class 2 = 
stranded

Grey 1,214 251 31.4 833

16790 2 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,118 86 10.8 60

16791 4 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,194 102 12.8 120

16792 6 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,294 123 15.4 180

16793 7 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,303 123 15.4 210

16794 8 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,340 131 16.4 240

16795 10 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,423 150 18.8 300

16796 12 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,498 159 19.9 360
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65 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16797 14 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,567 170 21.2 420

16798 19 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,748 194 24.3 570

16799 24 x 2 x 1 mm² Class 2 = 
stranded

Grey 0,929 217 27.1 720

16800 27 x 2 x 1 mm² Class 2 = 
stranded

Grey 1,043 230 28.7 810

16801 30 x 2 x 1 mm² Class 2 = 
stranded

Grey 1,145 241 30.1 900

16802 37 x 2 x 1 mm² Class 2 = 
stranded

Grey 1,393 266 33.2 1110

16810 2 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,160 103 12.9 90

16811 4 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,262 122 15.2 180

16812 6 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,395 147 18.4 270

16813 7 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,414 147 18.4 315

16814 8 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,470 158 19.8 360

16815 10 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,586 182 22.8 450

16816 12 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,676 190 23.8 540

16817 14 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 0,772 203 25.4 630

16818 19 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,035 236 29.5 855

16819 24 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,285 262 32.8 1080
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65 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16820 27 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,443 278 34.8 1215

16821 30 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,582 291 36.4 1350

16822 37 x 2 x 1.5 mm² Class 2 = 
stranded

Grey 1,927 322 40.2 1665

16870 2 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,221 118 14.8 150

16871 4 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,361 138 17.2 300

16872 6 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,552 169 21.1 450

16873 7 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,592 169 21.1 525

16874 8 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,665 180 22.5 600

16875 10 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,837 208 26 750

16876 12 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 0,973 218 27.3 900

16877 14 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 1,127 234 29.3 1050

16878 19 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 1,493 270 33.7 1425

16879 24 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 1,888 302 37.8 1800

16880 27 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 2,099 318 39.8 2025

16881 30 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 2,316 336 42 2250
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65 products

Part 
number Construction Conductor 

category

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16882 37 x 2 x 2.5 mm² Class 2 = 
stranded

Grey 2,825 370 46.3 2775
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