
Properties

Heavy duty cables for signal, control & alarm purposes.
The special ripcord provides easy stripping of the outer sheath.
Halogen-free and low-smoke, flame-retardant in fire conditions.

Specifications
Product group Shipboard low voltage cable

Type MarineSignal+ YZs 250 V

Series Scheepskabel

Standardization IEC 60092-350/-360/-376 

Conductor material Cu 

Shape of conductor Round 

Core insulation XLPE (VPE) 

Conductor category Class 2 = stranded 

Core identification Numbers 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Colour outer sheath Grey 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Halogen free IEC 60754-1/2 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C

8 products

Part 
number Construction Shape of 

conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16231 2 x 0.75 mm² Round Grey 0,062 27 6.7 23
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8 products

Part 
number Construction Shape of 

conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16232 3 x 0.75 mm² Round Grey 0,072 28 7 34

16233 4 x 0.75 mm² Round Grey 0,083 30 7.5 45

16234 5 x 0.75 mm² Round Grey 0,098 33 8.2 56

16235 2 x 1 mm² Round Grey 0,076 29 7.3 30

16236 3 x 1 mm² Round Grey 0,083 30 7.5 45

16237 4 x 1 mm² Round Grey 0,098 33 8.2 60

16238 5 x 1 mm² Round Grey 0,119 36 8.9 75
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