
Properties

Alpet taped screen, lightweight, reduced diameter low voltage cables 
for power and lighting applications in all ship areas where EMC 
protection is needed. High abrasion resistant sheath and easily 
strippable  with ripcord. Halogen-free and low-smoke, flame-retardant 
in fire conditions.

Specifications
Product group Shipboard low voltage cable

Type MarineLine YZafp 0,6/1 kV

Series Scheepskabel

Standardization IEC 60092-350/-360/-353 

Conductor material Cu 

Shape of conductor Round 

Core insulation XLPE (VPE) 

Conductor category Class 2 = stranded 

Core identification HD 308 S2 

Construction outer shield Alpet tape 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Colour outer sheath Black 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Halogen free IEC 60754-1/2 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C
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Part 
number

Construction 
G=Y/G

Shape of 
conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16601 2 x 1.5 mm² Round Black 0,075 65 8.1 45

16602 3 x 1.5 mm² Round Black 0,098 70 8.8 68

16603 4 x 1.5 mm² Round Black 0,120 76 9.5 90

16604 5 x 1.5 mm² Round Black 0,145 82 10.3 113

16605 6 x 1.5 mm² Round Black 0,176 91 11.4 135

16606 7 x 1.5 mm² Round Black 0,186 91 11.4 158

16607 8 x 1.5 mm² Round Black 0,232 106 13.2 180

16609 10 x 1.5 mm² Round Black 0,261 126 15.8 225

16611 12 x 1.5 mm² Round Black 0,299 120 15 270

16615 16 x 1.5 mm² Round Black 0,391 136 17 360

16618 19 x 1.5 mm² Round Black 0,448 146 18.3 428

16623 24 x 1.5 mm² Round Black 0,555 163 20.1 540

16626 27 x 1.5 mm² Round Black 0,613 171 21.4 608

16627 30 x 1.5 mm² Round Black 0,672 180 22.5 675

16628 37 x 1.5 mm² Round Black 0,819 198 24.8 833

16670 3 G 1.5 mm² Round Black 0,098 70 8.8 68

16671 4 G 1.5 mm² Round Black 0,121 76 9.5 90

16672 5 G 1.5 mm² Round Black 0,146 83 10.4 113

16676 7 G 1.5 mm² Round Black 0,187 92 11.5 158

16631 2 x 2.5 mm² Round Black 0,105 74 9.2 75

16632 3 x 2.5 mm² Round Black 0,134 78 9.7 113

16633 4 x 2.5 mm² Round Black 0,165 85 10.6 150

16634 5 x 2.5 mm² Round Black 0,206 94 11.8 188

16635 6 x 2.5 mm² Round Black 0,245 103 12.9 225

16636 7 x 2.5 mm² Round Black 0,262 103 12.9 263

16637 8 x 2.5 mm² Round Black 0,326 115 14.4 300

16639 10 x 2.5 mm² Round Black 0,369 132 16.5 375

16641 12 x 2.5 mm² Round Black 0,433 138 17.2 450

16645 16 x 2.5 mm² Round Black 0,558 155 19.4 600
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Part 
number

Construction 
G=Y/G

Shape of 
conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16648 19 x 2.5 mm² Round Black 0,653 169 21.1 713

16653 24 x 2.5 mm² Round Black 0,812 188 23.1 900

16656 27 x 2.5 mm² Round Black 0,900 198 24.7 1013

16657 30 x 2.5 mm² Round Black 1,001 208 26 1125

16658 37 x 2.5 mm² Round Black 1,206 228 28.5 1388

16673 3 G 2.5 mm² Round Black 0,135 78 9.7 113

16674 4 G 2.5 mm² Round Black 0,166 85 10.6 150

16675 5 G 2.5 mm² Round Black 0,208 94 11.8 188

16677 7 G 2.5 mm² Round Black 0,265 102 12.8 263
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