
Properties

Armoured low voltage cables for power and lighting applications for 
fixed installation in all ship areas where extra mechanical and EMC 
protection is needed. The tinned copper braid is highly corrosion 
resistant and provides optimal screening. Suitable for heavy duty 
applications and grants optimal sealing in cable transits due to its 
extruded filler.

Specifications
Product group Shipboard low voltage cable

Type MarineLine+ YOZp 0,6/1 kV

Series Scheepskabel

Standardization IEC 60092-350/-360/-353 

Conductor material Cu 

Shape of conductor Round 

Core insulation XLPE (VPE) 

Conductor category Class 2 = stranded 

Core identification HD 308 S2 

Construction outer shield tinned copper braiding 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Colour outer sheath Black 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Halogen free IEC 60754-1/2 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C
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Part 
number

Construction 
G=Y/G

Shape of 
conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16160 2 x 1.5 mm² Round Black 0,178 42 10.5 45

16161 3 x 1.5 mm² Round Black 0,196 44 10.9 68

16162 4 x 1.5 mm² Round Black 0,230 48 11.9 90

16163 5 x 1.5 mm² Round Black 0,258 50 12.6 113

16414 3 G 1.5 mm² Round Black 0,196 44 10.9 68

16413 4 G 1.5 mm² Round Black 0,230 48 11.9 90

16412 5 G 1.5 mm² Round Black 0,259 50 12.6 113

16164 2 x 2.5 mm² Round Black 0,226 47 11.7 75

16165 3 x 2.5 mm² Round Black 0,252 49 12.2 113

16166 4 x 2.5 mm² Round Black 0,288 52 13 150

16167 5 x 2.5 mm² Round Black 0,343 57 14.2 188

16411 3 G 2.5 mm² Round Black 0,253 49 12.2 113

16410 4 G 2.5 mm² Round Black 0,296 52 13 150

16409 5 G 2.5 mm² Round Black 0,375 60 14.9 188

16168 2 x 4 mm² Round Black 0,276 50 12.6 120

16169 3 x 4 mm² Round Black 0,315 53 13.2 180

16170 4 x 4 mm² Round Black 0,411 60 15.5 240

16186 3 G 4 mm² Round Black 0,315 53 13.2 180

16454 4 G 4 mm² Round Black 0,415 60 15.1 240

16446 5 G 4 mm² Round Black 0,482 66 16.6 300

16171 2 x 6 mm² Round Black 0,338 54 13.6 180

16172 3 x 6 mm² Round Black 0,441 62 15.4 270

16173 4 x 6 mm² Round Black 0,517 67 16.7 360

16187 3 G 6 mm² Round Black 0,441 62 15.4 270

16174 2 x 10 mm² Round Black 0,504 65 16.2 300

16175 3 x 10 mm² Round Black 0,601 69 17.2 450

16176 4 x 10 mm² Round Black 0,721 74 18.9 600

16428 3 G 10 mm² Round Black 0,601 69 17.2 450

16445 4 G 10 mm² Round Black 0,721 74 18.5 600
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Part 
number

Construction 
G=Y/G

Shape of 
conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

16177 2 x 16 mm² Round Black 0,691 74 18.4 480

16178 3 x 16 mm² Round Black 0,822 78 19.5 720

16179 4 x 16 mm² Round Black 1,007 85 21.2 960

16188 5 G 16 mm² Round Black 1,214 93 23.2 1200

16180 2 x 25 mm² Round Black 0,995 88 22.1 750

16181 3 x 25 mm² Round Black 1,220 93 23.3 1125

16182 4 x 25 mm² Round Black 1,496 102 25.5 1500

16431 3 G 25 mm² Round Black 1,216 94 23.4 1125

16432 4 G 25 mm² Round Black 1,491 103 25.8 1500

16435 5 G 25 mm² Round Black 1,807 113 28.3 1875
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