
Properties

Low voltage shipboard power cables with enhanced EMC properties 
for use in sensitive EMC areas and for Variable Frequency Drive  
applications.
Enhanced shielding properties due to optimized tinned copper wire 
braid in combination with 100% coverage of foil-screen.

Specifications
Product group Shipboard low voltage cable

Type MarineLine+ YOZp EMC 0,6/1 kV

Series Scheepskabel

Standardization IEC 60092-350/-360/-353 

Conductor material Cu 

Shape of conductor Round 

Core insulation XLPE (VPE) 

Conductor category Class 2 = stranded 

Core identification HD 308 S2 

Construction outer shield EMC-screen consists of copper/PETtape and (CU) braiding 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Colour outer sheath Black 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Halogen free IEC 60754-1/2 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C
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Part 
number

Construction 
G=Y/G

Shape of 
conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

17215 3 x 10 mm² Round Black 1,242 93 23.5 1125

17179 3 x 16 mm² Round Black 0,846 78 19.7 720
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