
Properties

Low voltage shipboard power cables with enhanced EMC properties 
for use in sensitive EMC areas and for Variable Frequency Drive  
applications.
Enhanced shielding properties due to optimized tinned copper wire 
braid in combination with 100% coverage of foil-screen.

Specifications
Product group Shipboard low voltage cable

Type MarineLine YOZp EMC 0,6/1 kV

Series Scheepskabel

Standardization IEC 60092-350/-360/-353 

Conductor material Cu 

Shape of conductor Round 

Core insulation XLPE (VPE) 

Conductor category Class 2 = stranded 

Core identification HD 308 S2 

Construction outer shield EMC-screen consists of copper/PETtape and (CU) braiding 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Colour outer sheath Black 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Halogen free IEC 60754-1/2 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C

25 products

MarineLine YOZp EMC 0,6/1 kV

  07-10-2016

Subject to technical modifications | No rights can be derived from this information

Spinnerstraat 15 | P.O. Box 6 | 7481 KJ Haaksbergen | Nederland | Phone: +31 (0)53 573 22 55 | E-mail: info@tkf.nl 07-10-2016Page 1 of 2



Part 
number

Construction 
G=Y/G

Shape of 
conductor

Colour 
outer 
sheath

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer 
diameter 
approx.

Tensile 
load

17375 Ja= G ; x mm² 0,247

16555 3 x 1.5 mm² Round Black 0,125 37 9.1 65

17341 3 x 1.5 mm² Round Black 0,126 38 9.5 68

16530 4 x 1.5 mm² Round Black 0,152 40 9.9 90

17344 4 G 1.5 mm² Round Black 0,152 40 9.9 90

16556 3 x 2.5 mm² Round Black 0,165 46 10.6 150

17342 3 x 2.5 mm² Round Black 0,163 42 10.4 113

16531 4 x 2.5 mm² Round Black 0,205 45 11.2 150

16533 19 x 2.5 mm² Round Black 0,778 90 22.4 713

17345 4 G 2.5 mm² Round Black 0,208 45 11.2 150

16541 12 G 2.5 mm² Round Black 0,541 110 18.3 450

16532 2 x 4 mm² Round Black 0,173 43 10.7 120

17177 3 x 4 mm² Round Black 0,219 46 11.6 180

16638 4 x 4 mm² Round Black 0,278 50 12.6 240

17346 4 G 4 mm² Round Black 0,272 50 12.5 240

17343 3 x 6 mm² Round Black 0,286 52 13 270

17347 4 G 6 mm² Round Black 0,365 56 13.9 360

17193 3 x 10 mm² Round Black 0,457 61 15.2 450

17780 3 x 10 mm² Round Black 0,456 61 15.2 450

17219 4 G 10 mm² Round Black 0,571 67 16.3 600

17348 3 x 16 mm² Round Black 0,657 70 17.6 720

17176 3 G 16 mm² Round Black 0,883 84 20.9 990

17184 4 G 16 mm² Round Black 0,825 77 19.3 960

17197 3 x 25 mm² Round Black 0,967 86 21.5 1125

17781 3 x 25 mm² Round Black 0,993 86 21.5 1125
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