
Properties

Fire resistant armoured, lightweight, reduced diameter low voltage 
cables for power and lighting applications in all ship areas where extra 
mechanical and EMC protection is needed. The sheath material has 
excellent abrasion resistance properties and can be stripped easily 
with the ripcord.

Specifications
Product group Shipboard low voltage cable

Type MarineLine YOZp FR 0,6/1 kV

Series Scheepskabel

Standardization IEC 60092-350/-360/-353 

Conductor material Cu 

Shape of conductor Round 

Core insulation Mica + XLPE 

Conductor category Class 2 = stranded 

Core identification HD 308 S2 

Construction outer shield tinned copper braiding 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Colour outer sheath Orange 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Halogen free IEC 60754-1/2 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C
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Part number Construction G=Y/G Shape of 
conductor

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer diameter 
approx.

Tensile 
load

26101 2 x 1.5 mm² Round 0,108 37 9.2 45

26102 3 x 1.5 mm² Round 0,133 39 9.7 68

26104 5 x 1.5 mm² Round 0,194 46 11.6 113

26105 6 x 1.5 mm² Round 0,225 50 12.5 135

26106 7 x 1.5 mm² Round 0,236 50 12.5 158

26109 12 x 1.5 mm² Round 0,424 68 17.1 270

26111 19 x 1.5 mm² Round 0,648 83 20.7 428

26113 27 x 1.5 mm² Round 0,860 96 24 608

26181 4 G 1.5 mm² Round 0,160 42 10.5 90

26182 5 G 1.5 mm² Round 0,194 46 11.6 113

26117 2 x 2.5 mm² Round 0,141 42 10.4 75

26118 3 x 2.5 mm² Round 0,179 45 11.2 113

26119 4 x 2.5 mm² Round 0,217 48 12.1 150

26120 5 x 2.5 mm² Round 0,257 53 13.2 188

26121 6 x 2.5 mm² Round 0,427 60 15.1 225

26122 7 x 2.5 mm² Round 0,446 60 15.1 263

26183 21 x 2.5 mm² Round 0,922 102 25.2 788

26184 3 G 2.5 mm² Round 0,179 45 11.2 113

26185 4 G 2.5 mm² Round 0,214 48 12.1 150

26186 5 G 2.5 mm² Round 0,258 53 13.2 188

26124 2 x 4 mm² Round 0,182 46 11.4 120

26125 3 x 4 mm² Round 0,229 46 11.6 180

26126 4 x 4 mm² Round 0,285 52 13.1 240

26128 2 x 6 mm² Round 0,235 52 12.9 180

26129 3 x 6 mm² Round 0,302 54 13.6 270

26130 4 x 6 mm² Round 0,443 66 16.6 360

26131 1 x 10 mm² Round 0,163 34 8.5 150

26132 2 x 10 mm² Round 0,381 61 15.2 300

26133 3 x 10 mm² Round 0,494 64 16.1 450

26134 4 x 10 mm² Round 0,631 71 17.7 600
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Part number Construction G=Y/G Shape of 
conductor

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer diameter 
approx.

Tensile 
load

26135 1 x 16 mm² Round 0,227 38 9.4 240

26136 2 x 16 mm² Round 0,502 69 17.3 480

26137 3 x 16 mm² Round 0,703 73 18.3 720

26138 4 x 16 mm² Round 0,899 81 20.2 960

26139 1 x 25 mm² Round 0,338 46 11.4 375

26140 2 x 25 mm² Round 0,786 84 21 750

26141 3 x 25 mm² Round 1,062 90 22.5 1125

26142 4 x 25 mm² Round 1,301 99 24.8 1500

26145 3 x 35 mm² Sector-shaped 1,434 174 21.7 1575

26146 4 x 35 mm² Sector-shaped 1,727 198 24.7 2100

26149 3 x 50 mm² Sector-shaped 1,780 192 24 2250

26150 4 x 50 mm² Sector-shaped 2,231 222 27.7 3000

26153 3 x 70 mm² Sector-shaped 2,459 224 28 3150

26154 4 x 70 mm² Sector-shaped 3,095 252 31.5 4200

26157 3 x 95 mm² Sector-shaped 3,273 266 33.3 4275

26161 3 x 120 mm² Sector-shaped 4,000 278 34.7 5400

26163 1 x 150 mm² Round 1,662 92 23.1 2250
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