
Properties

Specifications
Product group Shipboard low voltage cable

Type MarineFlex YOZp EMC 1,8/3 kV

Series Scheepskabel

Standardization IEC 60092-350/-360/-353 

Conductor material Cu 

Shape of conductor Round 

Core insulation XLPE (VPE) 

Conductor category Class 5 = flexible 

Core identification HD 308 S2 

Construction outer shield EMC-screen consists of copper/PETtape and (CU) braiding 

Material outer sheath Flame Retardant Halogen Free Polyolefin Compound 

Colour outer sheath Black 

Flame retardant IEC 60332-1 / IEC 60332-3-22 Cat. A 

Halogen free IEC 60754-1/2 

Maximum conductor temperature 90 °C

Permitted cable outer temperature, in movement -20 / 70 °C

Permitted cable outer temperature, fixed -40 / 70 °C

10 products

MarineFlex YOZp EMC 1,8/3 kV

  07-10-2016

Subject to technical modifications | No rights can be derived from this information

Spinnerstraat 15 | P.O. Box 6 | 7481 KJ Haaksbergen | Nederland | Phone: +31 (0)53 573 22 55 | E-mail: info@tkf.nl 07-10-2016Page 1 of 2



Part number Construction G=Y/G Shape of 
conductor

Net weight 
(kg/m)

Min. bending radius 
after installation

Outer diameter 
approx.

Tensile 
load

17782 3 x 35 mm² Round 2,253 138 34.5 1575

17826 3 x 50 mm² Round 2,774 150 37.4 2250

17783 3 x 70 mm² Round 3,581 165 41.3 3150

16571 3 x 95 mm² Round 4,395 182 45.4 4275

17784 3 x 95 mm² Round 4,473 182 45.4 4275

17827 4 x 95 mm² Round 5,491 182 50 4275

16569 3 x 120 mm² Round 5,349 197 49.2 5400

17785 3 x 120 mm² Round 5,784 207 51.8 5400

55901 3 G 120 mm² Round 6,770 226 57 10000

55900 1 x 185 mm² Round 1,952 104 26.1 2775
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